
w w w. ko r i a n d e s . c o m . e c

CO M PR E S O R E S
D E  A I R E

LUBRICANTES PARA

C A T Á L O G O
A C E I T E S



¿QUÉ LUBRICANTE ES ADECUADO PARA TI?

Beneficios De Los Lubricantes Sintéticos

Characteristic Full Synthetic Synthetic Blend Mineral Oil

Operating Temperature Up to 250ºC Up to 120ºC Up to 60ºC

Oxidation Resistance Excellent Good Poor

Demulsibility Excellent Good Poor

Rust Prevention Excellent Good Good

Foaming Tendency Minimal Low High

Reduce Wear Excellent Good Poor

Maintain Viscosity Excellent Good Poor

Thermal Stability Excellent Good Poor

Oil Drain Intervals 8.000 to 12,000 6,000 to 8,000 2,000 to 4,000

Con tantas opciones de productos diferentes, ¿cómo eliges el mejor lubricante 
para tu aplicación? CPI tiene una gama completa de productos para compre-
sores de tornillo rotativo, de paletas rotativas, reciprocantes y centrífugos con 
un rendimiento probado en el campo para brindarle tranquilidad. Trabajamos 
en estrecha colaboración con los principales fabricantes de equipos originales 
(OEM) para ofrecer una amplia gama de productos que cumplen con los 
criterios clave para un rendimiento óptimo del compresor, que incluyen:

• Estabilidad térmica y oxidativa superior
• Excelente protección contra el óxido y la corrosión
• Protección mejorada contra el desgaste
• Baja volatilidad

Nuestro experimentado personal técnico de ventas lo ayudará a navegar por la 
extensa cartera de CPI para elegir el producto adecuado para su aplicación.
Pero la asistencia técnica de CPI no se detiene ahí, nuestro laboratorio de análi-
sis de aceite interno proporciona análisis de aceite usado con un tiempo de 
respuesta de 48 horas para garantizar que su equipo funcione de manera 
óptima. Nuestros redactores de informes experimentados analizan sus resulta-
dos y los comparan con la especificación de aceite usado de su fluido y con 
muestras anteriores. Debido a que CPI fabrica los lubricantes, sabemos exacta-
mente qué debe y qué no debe estar presente en el fluido.

Los lubricantes sintéticos proporcionan un rendimiento mejorado 
sobre los aceites minerales y las mezclas sintéticas. Las características 
clave de rendimiento de los lubricantes para compresores de aire se 
muestran en la tabla. La cartera de CPI contiene la gama completa de 
aceites base para satisfacer las necesidades específicas de su aplica-
ción y el precio.



La línea de lubricantes para compresores de aire de CPI ofrece una gama completa de productos químicos para 
satisfacer las necesidades de su aplicación y garantizar el rendimiento a largo plazo de su equipo. Nuestra gama 
de lubricantes incluye productos para compresores de tornillo rotativo inundado, alternativos, de paletas rotati-
vas y centrífugos.

LUBRICANTES PARA COMPRESORES DE AIRE

Product Viscosity 
Range

NSF H1  
Registered

Rated  
Oil Life* Base Oil Description/Recommended Applications

CPI ® -9331 46 4,000  
hours HTMO Lubricants formulated with high quality hydrotreated, isodewaxed mineral oil and 

oxidation protection. Recommended for use in flooded rotary screw compressors. 

CPI ® -9301 46-68 6,000  
hours HTMO/Ester Hydrotreated, isodewaxed mineral oil and ester based lubricants with oxidation 

protection. Recommended for use in flooded rotary screw compressors.

CPI ® -9360 32-100 6,000      
hours HTMO

Lubricants formulated with high quality hydrotreated, isodewaxed mineral oil with 
oxidation protection. Recommended for use in flooded rotary screw compressors, 
rotary vane compressors, and reciprocating compressors.

CPI ® -4600-F 32-150  4,000  
hours PAO

NSF H1 registered polyalphaolefin lubricants with oxidation protection. 
Recommended for use in flooded rotary screw compressors and centrifugal 
compressors with incidental food contact requirements.

CPI ® -4601 32-150 8,000  
hours PAO

CPI’s flagship air compressor product is a polyalphaolefin based lubricant with 
excellent corrosion and oxidation protection. Recommended for use in flooded 
rotary screw compressors, rotary vane compressors, and centrifugal compressors.

CPI ® -4265-F 46-68  8,000  
hours PAO/Ester

NSF H1 registered polyalphaolefin and food grade ester lubricants with superior 
oxidative stability and resistance to sludge and varnish. Recommended for use in 
flooded rotary screw compressors with incidental food contact requirements.

CPI ® -4201 32-68 12,000  
hours Ester

Premium ester based lubricants with superior thermal and oxidative stability 
and no tendency to form sludge or varnish. Recommended for high temperature 
applications in flooded rotary screw compressors.

CPI ® -1522 46 8,000  
hours PAG/Ester

A cost e�ective blend of polyalkylene glycol and ester with excellent thermal 
and oxidative stability. Recommended for use in high temperature, high humidity 
applications in flooded rotary screw compressors.

CPI ® -1542 32-46 8,000  
hours PAG/Ester

Premium polyalkylene glycol and ester based lubricants with excellent thermal 
and oxidative stability. Recommended for use in high temperature, high humidity 
applications in flooded rotary screw compressors.

CPI ® -1562 46 8,000  
hours OSP/Ester

Premium oil-soluble polyalkylene glycol and ester based lubricants that are 
compatible with PAG and hydrocarbon based fluids. Recommended for use in high 
temperature, high humidity applications in flooded rotary screw compressors.

CPI ® -Comp  
Clean II N/A 500  

hours Ester
Ester based compressor cleaning fluid. Recommended for use in flooded rotary 
screw compressors when switching from competitor fluids and cleaning varnished 
compressors.

CPI ® -9360 32-100 6,000      
hours HTMO

Lubricants formulated with high quality hydrotreated, isodewaxed mineral oil with 
oxidation protection. Recommended for use in flooded rotary screw compressors, 
rotary vane compressors, and reciprocating compressors.

CPI ® -FMO 32-220  4,000/6,000  
hours WMO

Lubricants formulated with food-grade technical white mineral oil and antiwear 
protection. Recommended for use in reciprocating compressors, gearboxes of  
oil-free compressors and other gear applications.

CPI ® -4608-F 32-220  4,000  
hours PAO

NSF H1 registered polyalphaolefin lubricants with oxidation and anti-wear 
protection. Recommended for use in reciprocating, rotary vane, and centrifugal 
compressors with incidental food contact requirements.

CPI ® -4100 46-220 8,000  
hours Ester

Ester based lubricants with excellent oxidative and thermal stability and anti-wear 
protection. Recommended for use in high temperature reciprocating, rotary vane 
and flooded rotary screw compressor applications.

CPI ® -4126 100-150 8,000  
hours Ester

Cost e�ective ester based lubricants with oxidation and anti-wear protection. 
Recommended for use in reciprocating, rotary vane and flooded rotary screw 
compressors.

CPI ® -4200 32-150 12,000  
hours Ester 

Premium ester based lubricants with superior oxidative and thermal stability, anti-
wear protection and no tendency to form sludge or varnish. Recommended for use 
in high temperature reciprocating, rotary vane and flooded rotary screw compressor 
applications.
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*Rated life at 180°F discharge temperature



 

Urb. Mi lote Villa Isabela Mz. 5274 Villa 1

0981705020 / 0962000147 / 0939854244

info@koriandes.com.ec

CONTÁCTANOS
KoriandesEcuador

Koriandes


